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CARACTERÍSTICAS

Quemadores que utilizan recursos ecológicos para satisfacer las necesidades térmicas y poseen muchas 
características exclusivas: 
 

�t Completamente automáticos 
�t Encendido y apagado fiable gracias a sondas de seguri dad 
�t Sistema de autolim pieza 
�t Fabricados con materiales certifica dos  de alta calidad  ya que las piezas en contacto directo con el 

calor son de acero resistente a temperaturas elevadas 
�t Potencia de hasta 300 kW 
�t Autoregula ción  electrónica en función del combustible usado 

  

LOS COMBUSTIBLE S UTILIZABLES
 

�t PELLET de serrín de 6 a 12 mm 
�t HUESOS de aceituna, de cereza, de ciruela y de albaricoque 
�t CÁSCARAS de piñones, de pistachos, frutos secos 

 



QUEMADORES  SERIE  B 
 
 

 Nº Artículo Precio € 

 

QUEMADOR   B-HALF  (34-50 kw) 
(Incluye tornillo sinfín de carga) 
 
Medidas: 
Largo  = 0,62cm 
Ancho = 0,25cm  
Alto     = 0,32cm 
Peso   = 17kg 

EBB0034-P01 

  Nº Artículo Precio € 

 

QUEMADOR   B-ONE  (100 kw) 
(Incluye tornillo sinfín de carga) 
 
Medidas: 
Largo  = 0,62cm 
Ancho = 0,25cm  
Alto     = 0,32cm 
Peso   = 21kg 

EBB0100-P01 

   

 

QUEMADOR   B-TWO  (200 kw) 
(Incluye tornillo sinfín de carga) 
 
Medidas: 
Largo  = 0,70cm 
Ancho = 0,30cm  
Alto     = 0,32cm 
Peso   = 31kg 

EBB0200-P01 

   

 

QUEMADOR   B-THREE  (300 kw) 
(Incluye tornillo sinfín de carga equipado con ventilador) 
 
Medidas: 
Largo  = 0,75cm 
Ancho = 0,44cm  
Alto     = 0,45cm 
Peso   = 55kg 

EBB0300-P01 
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ACCESORIOS 
 
 

 Nº Artículo Precio € 

 

TOLVA con ruedas (300 litros) 
 
Medidas: 
Largo  = 0,80cm 
Ancho = 0,80cm  
Alto     = 0,60cm 
Peso   = 55kg 

EBT002-PWO 

  Nº Artículo Precio € 

 

TOLVA fija (230 litros) 
 
Medidas: 
Largo  = 0,80cm 
Ancho = 0,80cm  
Alto     = 0,60cm 
Peso   = 55kg 

EBT001-P01 

   

 

Tubo de conexión para Quemador B-HALF 
 
Medidas: 
Largo  = 1,70cm 
Ancho = 0,15cm  
Alto     = 0,25cm 
Peso   = 17kg 

EBK001 

   

 

Tubo de conexión para Quemador B-ONE 
 
Medidas: 
Largo  = 1,70cm 
Ancho = 0,15cm  
Alto     = 0,25cm 
Peso   = 17kg 

EBK002 
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Model 
 

B-Half 

Burner Performance  KW 34-50 

Av.Power Consumption W 60 

Electrical Voltage V 230 V , 50 HZ 

External Tube Height mm 115 

Width mm 122 

Lenght mm 300 

Ignition W 400 

Flame Height mm 600 

Noise Level dB 40 

Burner Weight Kg 17 

Wood pellets mm 6-8 

Recommended minimum 
size of the boiler 
combustion chamber 

Height mm 300 

Width mm 250 

Depth mm 390 

Length of the pellet screw mm 1700 

Recommended chimney catchment Pa 25 

E�ciency 
% 

More than 
91% when it is integrated with a 

boiler efficiency of minimum 80% 



 

 

Model 

 

B-One 

Burner Performance  KW 50-100 

Av.Power Consumption W 60 

Electrical Voltage V 230 V , 50 HZ 

External Tube Height 
mm 135 

Width 
mm 135 

Lenght mm 300 

Ignition W 400 

Flame Height mm 250 

Noise Level dB 40 

Burner Weight Kg 21 

Wood pellets mm 6-8 

Recommended minimum 

size of the boiler 

combustion chamber 

Height mm 300 

Width mm 250 

Depth mm 390 

Length of the pellet screw mm 1700 

Recommended chimney catchment Pa 30 

Efficiency 
% 

More than 91% when it is integrated with 

a boiler efficiency of minimum 80% 



 

 

Model 

 

B-Two 

Burner Performance  KW 100-200 

Av.Power Consumption W 75 

Electrical Voltage V 230 V , 50 HZ 

External Tube Height 
mm 155 

Width 
mm 200 

Lenght mm 350 

Ignition W 400 

Flame Height mm 300 

Noise Level dB 40 

Burner Weight Kg 31 

Wood pellets mm 6-8 

Recommended minimum 

size of the boiler 

combustion chamber 

Height mm 350 

Width mm 300 

Depth mm 500 

Length of the pellet screw mm 1700 

Recommended chimney catchment Pa 40 

Efficiency 
% 

More than 91% when it is integrated with 

a boiler efficiency of minimum 80% 



 

 

 

Model 

 

B-Three 

Burner Performance  KW 150-300 

Av.Power Consumption W 100 

Electrical Voltage V 230 V , 50 HZ 

External Tube Height mm 186 

Width mm 381 

Lenght mm 400 

Ignition W 400 

Flame Height mm 350 

Noise Level dB 40 

Burner Weight Kg 55 

Wood pellets mm 6-8 

Recommended minimum 

size of the boiler 

combustion chamber 

Height mm 400 

Width mm 350 

Depth mm 550 

Length of the pellet screw mm 1700 

Recommended chimney catchment Pa 40 

Efficiency 
% 

More than 91% when it is integrated with 

a boiler efficiency of minimum 80% 


